Special Conditions for The Homestead Metro Park Precast
Concrete “Wet” Restroom

Introduction. Metro Parks desires to purchase and install a “wet” pre-cast concrete restroom building at
Homestead Metro Park. The pre-cast concrete restroom structure will need to have been approved
through the State of Ohio Industrial Unit Certification program at the time of bid opening.

The building shall be an Easi-Set ESW-0116-26, 26, 20’ -0” Restroom with 4 single user ADA stalls similar
to a Norwalk Concrete Industries or equal. The unit shall have a plumbing & electrical package to
support the 4 toilets, urinals, sinks. hand dryers, lighting, 1 hot water heater & other accessories such as
exhaust fans etc. The unit shall be heated and insulated for year-round use.

Metro Parks Shall Provide. Metro Parks (“the Owner”) shall provide the following:

o All sitework needed to successfully complete the project including identifying the site that allows
a truck to set up next to the foundation for off-loading and installation of the unit at the site.

e Approved permits from applicable local jurisdictions such as health department or development
department.

e Astable, level foundation applicable and utilities as needed consistent with the successful
contractor’s specifications.

e Connection of all applicable utilities to the restroom unit following installation.

Contractor Shall Provide. The contractor shall be responsible for the manufacture of the unit to meet
the specifications outlined below, freight and shipping the unit to the installation location, off-loading
the unit and setting up on the Metro Parks provided foundation and making adjustments and touch-ups
as needed. Specific scope of work is as follows:

® The unit shall be a pre-cast concrete structure consistent with the type and location outlined in
the next section.

® Roof shall be a minimum of 5” thick. Steel reinforced post-tensioned concrete. The roof
overhang shall be at least 3’ above the doors and %" drip edge. The roof shall be stained to
match the owner’s selected color from the manufacturer’s standard color chart.

® Floor shall be a minimum of 6” thick, steel reinforced post-tensioned concrete. The floor shall
be sealed with an appropriate concrete sealer.

e Exterior walls be a minimum of 4” thick, steel reinforced concrete. Exterior walls shall be

designed and stained from the manufacturers standard design options and color charts.

All brackets, caulk and grout to assemble and seal the building.

Concrete mix is a minimum of 5,000 psi. 28-day strength.



® The unit shall meet ADA standards for entrance and maneuverability, must include applicable

grab bars, must include coat hooks and signage. All features shall be stainless steel.

As appropriate, properly sized vent pipe(s) and screened air vents.

As appropriate, lockable latches and easily accessible utility area.

Successful contractor shall provide stamped P.E. drawings. Wind load shall be minimum of 130
mph. Roof load shall be a minimum of 60 psf. The unit should be fire resistant with a standard
fire rating of 1 hour.

e Metal doors are to be at least 3’ X 7’ X 3/4”. Doors shall be a minimum of 18-gauge door frames
a minimum of 16 gauge and include closure, drip edge, hardware, extruded aluminum
threshold, neoprene seal and lockset. Door handles and locks shall be Schlage ND-73-RHO-626,
Classic Core with a “C” Keyway or Yale equivalent. All metal shall be epoxy primer coated and
painted to match the owner’s selected color from the manufacturer’s standard color chart.

e Interior walls shall be epoxy coated white. Graffiti sealant placed on all interior and exterior
walls.

e A warranty of at least 10 years on pre-cast concrete vault(s), panels, roof, and floors is required.
All other appurtenances shall carry at least a 1-year warranty.

® The bid price shall include freight and shipping to the installation site, off-loading the unit and
setting up on the Metro Parks provided foundation and making adjustments and touch-ups as
needed.

The unit shall be usable year-round with appropriate heating & insulation.
Prevailing wage rates will NOT apply to the on-site installation of each unit.

Site Location

® Homestead Metro Park 4675 Cosgray Rd., Hilliard, Ohio 43026
(Franklin County Ohio)

Submittals with Bid. Bidders shall submit with their bid documentation that the unit they have specified
is currently approved by the State of Ohio Industrial Unit Certification. Additionally, bidders shall submit
floor plans and exterior elevations/photographs that will allow Metro Parks to evaluate the aesthetics of
the specified unit. A brief narrative outlining the means and methods of construction and installation,
and discussing how coordination between Metro Parks and the contractor will occur shall be included in
the bid package. Warranties of longer duration over the specified minimum shall be outlined, if
applicable. A proposed schedule with an anticipated completion date should be included.

Evaluation of Bids. Metro Parks shall select the contractor that provides the lowest, best quote with
“best” based on the following criteria: cost, proposed schedule completion date, prior history with
Metro Parks, extended warranties, aesthetic look of the specified unit and other information provided by
the contractor with their bid.



